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813 Series
Telescopic Ground Post

COMPONENTS
NO. PART NAME MATERIAL

1 OPERATING NUT DUCTILE IRON ASTM A536 65-45–12
2 WEATHER CAP POLYETHYLENE
3 RETAINING RING STAINLESS STEEL ANSI 302
4 POST HEAD CAST IRON ASTM A126 CLB
5 THREADED SLEEVE ALUMINUM
6 PIPE PLUG CARBON STEEL
7 “SHUT” TARGET CAST ALUMINUM
8 “OPEN” TARGET CAST ALUMINUM
9 BOLT CARBON STEEL/ZINC PLATED ASTM A307B

10 NUT CARBON STEEL/ZINC PLATED ASTM A307B
11 UPPER BARREL CARBON STEEL ASTM A53 GR.B
12 LOWER BARREL CARBON STEEL ASTM A53 GR.B
13 BOLT CARBON STEEL/ZINC PLATED ASTM A307B
14 LOWER STEM CARBON STEEL ASTM A513
15 BELL CAST IRON ASTM A126 CLB
16 COTTER PIN STAINLESS STEEL ANSI 304
17 COUPLING DUCTILE IRON ASTM A536 65-45–12
18 BOLT CARBON STEEL/ZINC PLATED ASTM A307B
19 NUT CARBON STEEL/ZINC PLATED ASTM A307B
20 UPPER STEM CARBON STEEL ASTM A513
21 WINDOW MOLDED PLASTIC
22 GASKET PTFE
24 BOLT CARBON STEEL/ZINC PLATED ASTM A307B
23 SPRING PIN STAINLESS STEEL ANSI 304
25 WRENCH DUCTILE IRON ASTM A536 65-45–12
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SPECIFICATIONS
• INDICATES IF THE VALVE IS IN THE OPEN OR SHUT POSITION
• PROVIDES A MEANS TO OPERATE A BURIED OR OTHERWISE 

INACCESSIBLE VALVE
• THE WRENCH HANDLE FITS OVER A “U” BRACKET ON THE BARREL AND MAY 

BE  FIXED TO THE BARREL WITH A PADLOCK (PROVIDED BY OTHERS) 
FOR SECURITY

• EASE OF INSTALLATION. TELESCOPING STEM CAN BE ADJUSTED 
WITHOUT FIELD CUTTING

• OPEN AND SHUT SIGNS ARE EASILY ADJUSTED BY REMOVING THE POST HEAD
• FOR USE WITH GATE VALVE SIZE 4”-14”
• UL/ULC LISTED AND FM APPROVED
• GOST CERTIFICATION

CORROSION PROTECTION
• INTERNALLY AND EXTERNALLY SPRAY EPOXY PAINTED RAL3000

FIELD ADJUSTMENT
• REMOVE POST HEAD TO ADJUST OPEN AND SHUT SIGNS AS REQUIRED
• ADJUST TELESCOPING STEM AND PIPE TO DESIRED LENGTH
• ATTACH BASE OF POST TO THE POST PLATE ON THE VALVE USING BOLTS/NUTS  

PROVIDED

FIELD ADJUSTMENT
ORDER LENGTH MIN MAX

A 18.00” 39.50”
B 36.00” 60.50”
C 57.00” 81.50”
D 78.00” 102.50“
E 99.00” 123.50”
F 120.00” 144.50”
G 148.50” 168.00”


